THE EFFECTIVE DATE OF THIS ORDINANCE IS DECEMBER 15, 2005

ORDINANCE NO. 05 -33- 394

Amendments to the Frederick County Plumbing Code

Whereas, under Section 3(s) of Article 25 of the Annotated Code of Maryland, the
Board of County Commissioners of Frederick County, Maryland, is authorized to adopt a
plumbing code and to incorporate by reference a plumbing code promulgated by any
Trade or Professional Association: and

Whereas, the Board of County Commissioners wishes to adopt the latest edition of the
International Code Council’s (ICC) International Plumbing Code, 2003 Edition, to
conform the County regulations to current standards: and

Whereas, the Board of County Commissioners wishes to make certain changes to, and
exclusions from, the International Plumbing Code, 2003 edition, as are shown on the
attached Exhibit A.

NOW THEREFORE, BE IT ENACTED AND ORDAINED BY THE BOARD OF
COUNTY COMMISSIONERS OF FREDERICK COUNTY, MARYIL.AND, that the text
amendments attached hereto as Exhibit A are hereby adopted;

AND BE IT FURTHER ENACTED AND ORDAINED that this Ordinance shall
take effect on December 15, 20085, after a fair summary is published in the Frederick
News-Post and a copy is filed with the Clerk of the Circuit Court for Frederick County.

The undersigned hereby certifies that the foregoing Ordinance was approved and
adopted on the 29th day of November, 2005.

ATTEST: BOARD OF COUNTY COMMISSIONERS
OF FREDERICK COUNTY, MARYLAND

%ﬂ/ﬂ)

Dodflas Browning
County Manager

ohn L.. Thompson, Jf., Prestdent




EXHIBIT A - PLUMBING CODE

§ 1-14-56. ADOPTION.

There is hereby adopted by the Board of County Commissioners those certain
plumbing regulations known as the [2000)2003 Edition of the International Plumbing
Code, and the whole thereof; and the same is hereby adopted, ratified and incorporated as
fully as if set out at length herein.

§ 1-14-57. AMENDMENTS.

The International Plumbing Code is hereby amended and changed in the
following respects.

Section 103 is hereby deleted in its entirety.

Section 104 is hereby deleted in its entirety.

Section 106 is hereby deleted in its entirety.

Section 108 is hereby deleted in its entirety.

Section 109 is hereby deleted in its entirety.

Section 202 is hereby amended as follows:

Administrative Authority: Is the director of the department of permits and
inspections, or his designated representative.

Building Drain: That part of the lowest piping of a drainage system that receives
the discharge from soil, waste and other drainage pipes inside and that extends five (5)
feet (1524 mm) beyond the walls of the building and conveys the drainage to the building
sewer.

Subsection 305.6 is hereby amended as follows:

305.6 Freezing. A water, soil or waste pipe shall not be installed outsidc of a
building, in attics or crawl spaces, conccaled in outside walls, or in any other place
subjected to freezing temperature unless adequate provision is made to protect them from
freezing by insulation or heat or both. Water service pipe shall be installed not
less than thirty-six (36) inches (915 mm) deep or less than six (6) inches (152 mm) below
the frost line.

Subsection 305.6.1, Sewer depth is hereby deleted in its entirety.

Subsection 306.3 is hereby amended to add the following text:
ABS and PVC shall be bedded in maximum three-quarter-inch stone to a depth of
six (6) inches under the pipe and covered to a depth of twenty-four (24) inches above the

pipe.

SUBSECTION 312.9.1 IS HEREBY DELETED IN ITS ENTIRETY .[Created to
read as follows:

312.9.1 Installation of Backflow Preventors.
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(a) Devices of all types: All backflow prevention devices shall be
accessible. Backflow prevention devices having atmospherc vents shall not be
located in pits, vaults, or similar potentially submerged locations. Vacuum
breakers and other devices with vents to atmosphere shall not be located within
fume hoods.

(b)  Atmosphere vacuum breakers: Pipe applied atmosphere vacuum
breakers shall be installed with the cntical level at least six (6) inches above the
flood level rim or highest point of discharge of the fixture being served. Approved
deck-mounted and pipe-applicd vacuum breakers and vacuum breakers within
equipment, machinery and fixtures where the critical level is a specified distance
above the source of contamination shall be installed in accordance with
manufacturer’s instructions with the critical level not less than one inch above the
flood level rim. Such devices shall be installed on the discharge side of the last
control valve to the fixture and no shut-off valve or faucet shall be installed
downstream of the vacuum breaker.

(c) Pressure-type vacuum breakers: Pressure-type vacuum breakers
shall be installed at a height of at least twelve (12) inches above the flood level
rim of the fixture, tank, or similar device.

(d) Double check valves and reduced pressure principal valves: Such
devices shall be installed at not less than twelve {12) inches above the floor with
the maximum of sixty (60) inches above the floor. All test reports shall be made
on Frederick County forms and the device shall be tagged with a Frederick
County Pink Card.]

Subsection 312.9.2 is hereby amended by adding the following text.

(a) Copies of test reports for the initial installation shall be scnt to the
administrative authority and the water supplicr. Copics of annual test reports shall be sent
to the water supplier.

(b) Testing and repair of devices shall be performed by certified
individuals approved by an agency acccptable to the administrative authonty.
Certification for testing shall be in accordance with a nationally recognized accredited
training program. Certification shall include not less than 32 hours of combined
classroom and practice training and successful completion of a written and practical
examination.

(c) Double check valves and reduced pressure principal valves: Such
devices shall be installed at not less than 12 inches above the floor with the maximum of
60 inches above floor. All test reports shall bc made on Frederick County forms and the
device shall be tagged with a Frederick County pink card.

(d) Where a continuous water supply is critical and cannot be
interrupted for the periodic testing of a backflow prevention device, multiple backflow
prevention devices or other means of maintaining a continuous supply shall be provided.

Subsection 403.1.1 is hereby amended by adding the following text.
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(a) In new construction for assembly and mercantile occupancies, an
accessible unisex toilet may be provided where an aggregate of six or more male or
female water closets are required. In buildings
of mixed occupancy, thosc water closets required for the assembly or mercantile portion
of the occupancy would be used to determine the ability to make use of the unisex toilet
room option. The inclusion of the one accessible unisex toilet room shall be allowed to
replace both one male and one femalce toilet.

(b) Unisex toilet rooms shall comply with this section and the
requirements for accessible toilet rooms as per standards prescribed in COMAR 05.02.02
Maryland Accessibility Code.

(c) Unisex toilet rooms shall include only one water closet and only
one lavatory.

(d Unisex toilet rooms shall be located on an accessible route. Unisex
toilet rooms shall be located not more than one story above or below separate-sex toilet
rooms. The accessible route from any separate- sex toilet rooms to a uniscx toilet room
shall not exceed 500 fect/152.4m.

(e) Unisex toilet rooms shall be designated by accessible signs.
Directional signage shall be provided at all separate-sex toilet rooms indicating the
location of the nearest uniscx toilet room.

Section 404 is hereby deleted in its entirety.
New section 404 to read as follows:
Section 404 Accessible Plumbing Facilities: Plumbing fixtures and
installation shall conform to the requirements of the Code of Maryland Regulations
05.02.02 Maryland Accessibility Code.

Section 410.1 is hereby amended as follows:
410 Approval. Drinking fountains shall conform to ASME A112.19.1,
Al112.19.2, or A112.19.9, and water coolers shall conform to ARI 1010. Where watcr is
served in restaurants drinking fountains shall not be required.

Subsection 412.4 is hereby amended to add the following text:
Floor drains shall be located in toilet rooms containing two (2) or more
watcr closets or a combination of one water closet and one urinal, except in dwelling
units. Floor drains shall be required in commercial kitchens.

Subsection 417.1 is hereby amended to add the following text:
Fiberglass or plastic tub and shower enclosures cannot be installed with faucets
back to back unless approved by administrative authority.

SUBSECTION 417.4.1 IS HEREBY AMENDED TO ADD THE FOLLOWING
TEXT: NO WINDOWS SHALL BE IN THE 70 INCH WALL AREA.

Section 501.2 is hereby deleted in its entirety.
New subsection 501.2 to read as follows:
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501.2 Water heater as space heater.

(a) The installation of any system or equipment utilizing water
heaters to provide heat must be installed by a person who is licensed to perform the work
in Maryland and who has obtained thc necessary local permits for such installattons.

(b)  This section is applicable to:

1. A combination heating system, which is installed as a unit and
incorporates a water heater as an intcgral part of the system, to provide the primary heat
source to the dwelling;

2. Pieces of equipment sold as an add-on to an cxisting heating
system for the purposc of providing supplemental heat, and is attached to a water heater
containing water, which may later be expected to be used as potable water.

(c) All installations shall comply with the following:

1. Combination water/space heating equipment, matenals and
components shall be suitable for use with potable water and listed for such use;
2. Water heaters, piping and components connected for a spacc

heating application shall be properly sized and installed according to manufacturer’s
instructions;

3. Water heaters used in combination water/space heating systems
shall be listed as complying with American National Standards (ANSI) Z21.101,
Z21.10.3 or UL732, as applicable,

4. A water temperature control value shall be installed with every
installation utilizing a combination water heating/space heating system application to
limit domestic hot water temperature safe for ordinary domestic use by individuals;

5. The installer must disinfect and certify the water system whenever
required by the administrative authority under section 610 of International Plumbing
Code;

6. The system shall be equipped with a means for periodic circulation
between the water heater and the cxchanger during off seasons;
7. An acceptable means shall be provided to prevent thermal

circulation through the exchanger during off seasons, except circulation neccssary to
comply with subparagraph (6);

8. A copy of the documentation to support the requirements of these
subparagraphs shall be available for an inspector’s review during inspcctions and shall
remain with the unit;

9. For all such devices used in Maryland, an informational sheet shall
be provided that outlines all of the requirements of this subsection.

Subsection 603.2 is hereby deleted in its entirety. New subsection 603.2 to read as
follows:

603.2 Separation of water service and building sewer. The water service pipe and
building drain or building sewer shall not have less than one foot horizontal distance
between the piping.

Table 604.4 is hercby amended to add the following text:

CAPITALS AND/ OR UNDERLINING INDICATE MATTER ADDED TO 4
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(Footnote) C. Metered faucets. Self closing, or self closing metering faucets shall
be installed on lavatories intended to scrve the transient public, such as those in, but not
limited to, servicc stations, train stations, airports, restaurants and convention halls.
Metering faucets shall deliver not more than 0.25 gallons of water per use, when tested in
accordance with ANSI/ASME A112.18.1.

604.4.5 Shower heads. Shower heads shall be designed and manufactured
so that they will not exceed a water supply flow rate of two and one-half (2.5) gallons per
minutc when tested in accordance with ANSI/ASME A112.18.1 M. Exception:
Emergency Safety Showers.

604.8 is hercby amended as follows:

604.8 Water pressure reducing valve or regulator. Where watcr pressure
within a building exceeds sixty (60) psi static, an approved water pressure reducing valve
conforming to ASSE 1003 with strainer shall be installed to reduce the pressure in the
building water distribution piping to sixty (60) psi static or less. Exception to the
requirement are service lines to sill cocks and outside hydrants, and main supply risers
where pressure from the mains is reduccd to sixty (60) psi or less at individual fixtures.

Subsection 605.4[605.3] is hereby amended to add the following text:

All copper tube used underground shall be Type K copper. When using
insert fittings on plastic water service the size of the pipe shall be no less than one inch.
The fittings used shall be made of brass or stainless steel and shall be used with stainless
steel bands. Delete from Table 605.4[605.3] water service pipe type L, WL, M or WM
copper tubing, A minimum diameter of a one inch pipe shall be used for connection from
submersible pump to a storage tank as part of a well system installation.

Table 605.4[605.5] is hereby amended to delete the following text:
[Delete from Table 605.5 ]Type M or WM copper tubc.

Subsection 606.5.8 is hereby amended to add the following text:

Any pressure tank installed in a basement and/or craw! space shall be a minimum
of seven and one-half (7'2) inches above finished grade. All water pressure tanks and
apparatus for mobile homes shall be installed in the confines of the living space. In every
case, the only exception shall be those tanks installed a minimum of eighteen (18) inches
from the top of the tank to finished grade in an approved manhole with water tight lid, a
minimum of six (6) inches above finished grade.

Subsection 608.17 is hereby delcted in its entirety.

Table 710.1(1) is hereby amended to read as follows:
Footnote a. The minimum size of any building sewer shall be four (4)
inches to the inside of the building.

Subdivision 701.9[802.1] is hereby amended to add the following text:
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Food or drink shall not be stored, prepared or displayed beneath overhead
sewer or drain pipes unless such pipes are protected against leakage or condensation
reaching the food or drink as described below for new construction. In newly constructed
or remodeled establishments, soil or drain pipcs located over food preparation, storage,
display or scrving areas are undesirable. Where building design requires that soil or drain
pipes be located over such areas, the installation shall be made with the least possible
number of joints and shall be installed so as to conncct to a vertical stack at the nearest
wall or vertical building support and the construction shall be performed as follows:

a. All openings through floors over such arcas shall be provided with
sleeves sccurely bonded
to the floor construction and projecting not less than three-quarters inch above top of the
finished floor with space between sleeve and pipe or duct scaled.

b. Floor and shower drains installed above such areas shall be
equipped with integral seepage pans.
C. Plumbing fixtures in rooms located above such areas shall be of

the wall mounted typc cxcept bathtubs. Tubs shall have waste and overflow connections
made above floor and piped to the trap below the floor. Connections through floors and to
traps shall conform with all other provisions of this regulation. No floor openings, other
than sleeve for waste pipe, will be permitted for tubs.

d. All other soil or drain pipes shall be of an approved material as
listed in Table 702.1 and section 702. All materials shall conform to established
standards. Cleanouts shall be extended through the floor construction above.

e. Soil and drain pipes located above such area shall be subjected to a
standing water test of not less than twenty-five (25) feet.

f.  Piping subject to opcration at temperatures that will form
condensation on the exterior of the pipe shall be thermally insulated.

g. Where pipes are installed in ceilings above such areas, the ceiling
shall be of the removable type, or shall be provided with access panels in order to form a
ready access for inspection of piping.

h. In lieu of the above, any other method may be approved by the
administrative authority.

Subsection 904.1 is hereby amended as follows:

904.1 Roof cxtcnsion. All open vent pipes that extend through roof shall be
terminated at least 6 inches above the roof, except that wherc a roof is to be uscd for any
purpose other than weather protection, the vent extensions shall run at least 7 feet (2134
mm) above the roof. All
stacks that tcrminate through roof shall have no offsets more than 45 degree angle.

Section 917 is hereby dcleted in its entirety.
New section 917 to read as follows:
Section 917 Air Admittance Valves. The administrative authority may
approve the use of air admiftance valves.

[Subsection 1002.1 Exception #2 is hereby amended to add the following text:
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Neither outlet is equipped with a food waste grinder.]

Subsection 1003.2.1 is hereby amended to add the following text:

All grease interceptors shall be placed outside of building and be placed as close
as possible to grease source. A 1000-gallon cement tank or other tank DESIGNED TO
BE [made to ]placed underground shall be used. [See Figure 1003.2.2 (located at the end
of Article IV). JException 1. Greasc traps may be put inside building by administrative
authority.

Section 1003.4. Add the following text after subsection 1003.4.
INTERCEPTORS
A. IN A STRUCTURE WHERE A PUBLIC SANITARY SEWER IS
AVAILABLE, THE WASTE PIPE FROM OIL AND SAND INTERCEPTORS
SHALL DISCHARGE, IF INSTALLED, INTO THE PUBLIC SANITARY
SEWER, OR ANY MORE RESTRICTIVE MANNER AS OTHERWISE
MANDATED BY AN APPLICABLE ADMINISTRATIVE AUTHORITY.
B. NEW CONSTRUCTION
1. ANY NEW CONSTRUCTION OF A STRUCTURE, WHERE PUBLIC
SANITARY SEWERS ARE NOT AVAILABLE, SHALL HAVE THE
OPTION TO EITHER:
(i.) CONSTRUCT THE STRUCTURES WITHOUT ANY FLOOR
DRAINS; STRUCTURES WITHOUT FLOOR DRAINS MUST
OPERATE TO MINIMIZE WASTE AND PREVENT
WASTEWATER FROM LEAVING THE SHOP AREA AND
DISCHARGING TO THE ENVIRONMENT:; OR
(ii.y IF DRAINS ARE INCLUDED, ENSURE THAT EACH DRAIN
SHALL FLOW INTO AN APPROVED SAND INTERCEPTOR
WHICH SHALL DRAIN INTO A 1,000 GALLON OR LARGER
APPROVED HOLDING TANK.
2. AN OIL AND WATER SEPARATOR IS NOT REQUIRED WHEN THE
WASTE DISCHARGES INTO A HOLDING TANK.
C. EXISTING STRUCTURES
1. IN AREAS WHERE PUBLIC SANITARY SEWERS ARE NOT
AVAILABLE, EXISTING STRUCTURES THAT ARE BEING RENOVATED
OR ENLARGED SHALL EITHER:
(i)  PERMANENTLY PLUG ALL EXISTING FLOOR DRAINS;
STRUCTURES WHICH PLUG THEIR FLOOR DRAINS MUST
NOTIFY THE MARYLAND DEPARTMENT OF
ENVIRONMENT, GROUND WATER PERMITS PROGRAM,
PRIOR TO DRAIN CLOSURE, AND MUST OPERATE TO
MINIMIZE WASTE AND PREVENT WASTEWATER FROM
LEAVING THE SHOP AREA AND DISCHARGING TO THE
ENVIRONMENT, OR RETROFIT ALL EXISTING FLOOR
DRAINS SO AS TO ALLLOW THEM TO FLOW INTO AN
APPROVED SAND INTERCEPTOR WHICH SHALL DRAIN

CAPITALS AND/ OR UNDERLINING INDICATE MATTER ADDED TO 7
EXISTING LAW.
Matter deleted from the existing law is indicated by [brackets].




INTO A 1,000 GALL.ON OR LARGER APPROVED HOLDING
TANK.
2. AN OIL AND WATER SEPARATOR IS NOT REQUIRED WHEN
THE WASTE DISCHARGES INTO A HOLDING TANK.
IF AN UNDERGROUND TANK IS INSTALLED, IT SHALL BE CORROSION
PROTECTED AND DESIGNED ACCORDING TO COMAR 26.10.03.

E[e]. Any new construction of a structure or renovation of an existing structure
which discharges liquid wastes as described in section 1003 of International
Plumbing Code or which discharges other industrial waste waters shall havc the
option of discharging into an on-site subsurface disposal system, providing the
facility’s owner/ operator applies for and obtains from the Maryland Department
of Environment a water discharge permit issued pursuant to the provisions and
conditions of COMAR 26.08.01-26.08.04.

[ A (existing text)
B. (existing text)
C. (cxisting text)
D. (existing text)]

WHERE APPROVED AND APPROVED POINT OF DISCHARGE

A.

CAPITALS AND/ OR UNDERLINING INDICATE MATTER ADDED TO

SAND AND OIL INTERCEPTORS SHALL BE PROVIDED WHEREVER
FLOORS, PITS, OR SURFACE AREAS SUBJECT TO THE ACCUMULATION
OF GREASE OR OIL FROM SERVICE OR REPAIR OPERATIONS ARE
DRATNED OR WASHED INTO A DRAINAGE SYSTEM. SUCH LOCATIONS
INCLUDE, BUT ARE NOT LIMITED TO: CAR OR TRUCK WASHING
FACILITIES, ENGINE CLEANING FACILITIES, AND SIMILAR OPERATIONS.
DRAINAGE FROM SUCH LOCATIONS SHALL BE CONNECTED TO THE
SANITARY SEWER.

DRAINS SHALL NOT BE REQUIRED IN SERVICE OR REPAIR GARAGES
EMPLOYING DRY ABSORBENT CLEANING METHODS; HOWEVER, IF ANY
DRAINS ARE LOCATED IN SUCH AREAS, THEY SHALL DISCHARGE TO
THE SANITARY SEWER THROUGH SAND AND OIL INTERCEPTORS.
DRAINS SHALL NOT BE REQUIRED IN PARKING OR SERVICE GARAGES
UNLESS THE GARAGE OR PORTIONS THEREOF, IS EQUIPPED WITH
PROVISIONS FOR EITHER WASHING VEHICLES OR RINSING THE FLOOR.
WHERE SUCH CLEANING FACILITIES ARE PROVIDED THE AREA
SUBJECT TO WASTE DRAINAGE SHALL BE PROVIDED WITH A SYSTEM
OF ONE OR MORE FLOOR DRAINS, COMPLETE WITH SAND AND OIL
INTERCEPTORS, AND THE DRAINAGE FROM THE OIL INTERCEPTOR
SHALL BE CONNECTED TO THE SANITARY SEWER. ANY STORM WATER
SHALL BE DRAINED SEPARATELY AND DIRECTLY TO THE STORM
SEWER.

THE WASTE OIL TANK USED WITH THE OIL INTERCEPTOR SHALL NOT
BE USED TO STORE OR CONTAIN ANY OTHER WASTE OIL OR
HAZARDOUS FLUID. CRANKCASE OIL CANNOT BE DUMPED INTO OR

EXISTING LAW.
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STORED IN THIS WASTE OIL TANK.

Subscction 1003.4.2.1 is hereby amended to add the following text.

A. OIL SEPARATORS SHALL HAVE A 3” MINIMUM DISCHARGE LINE AND A
2° MINIMUM VENT TO ATMOSPHERE. THE DISCHARGE LINE SHALL
HAVE A FULL-SIZE CLEANOUT EXTENDED TO GRADE.

B. THE OIL DRAW-OFF OR OVERFLOW FROM OIL SEPARATORS SHALL BE
CONNECTED TO AN APPROVED WASTE OIL TANK MEETING THE
ENVIRONMENTAL REQUIREMENTS OF THE ADMINISTRATIVE
AUTHORITY. THE WASTE OIL FROM THE SEPARATOR SHALL FLOW BY
GRAVITY OR MAY BE PUMPED TO A HIGHER ELEVATION BY AN
AUTOMATIC PUMP. PUMPS SHALL BE ADEQUATELY SIZED,
EXPLOSION-PROOF AND ACCESSIBLE. WASTE OIL TANKS SHALL HAVE
A 2” MINIMUM PUMP QUT CONNECTION AND A 1-1/2” MINIMUM VENT
TO ATMOSPHERE.

C. WHERE OIL SEPARATORS ARE SUBJECT TO BACKFLOW FROM A SEWER
OR OTHER POINT OF DISPOSAL, THEIR DISCHARGE LINE SHALL
INCLUDE A BACKWATER VALVE INSTALLED IN ACCORDANCE WITH
THE REQUIREMENTS OF SECTION 715.

D. OIL INTERCEPTORS, WASTE OIl. TANKS, OIL PUMP OUT CONNECTIONS,
BACKWATER VALVES, AND ATMOSPHERIC VENT PIPING SHALL BE
PERMANENTLY IDENTIFIED BY SUITABLE LABELS OR MARKINGS.

[A.  (existing text)
B. (existing text)
C. (existing text)
D. (existing text)]
E. Combination oil and sand interceptor may be installed if approved by the

administrative authonty.

[Subsection 1003.9 is hereby amended to add the following text:
Vapor venting:
(existing text)]

Subsection 1003.5 is hercby amended to add the following text:

A. A SAND INTERCEPTOR SHALL BE PROVIDED UPSTREAM FROM EACH
OIL INTERCEPTOR, EXCEPT WHEN COMBINATION OlL AND SAND
INTERCEPTOR IS USED.

B. WHEN THE DISCHARGE OF A DRAIN MAY CONTAIN SOLIDS OR SEMI-
SOLIDS THAT WOULD EITHER BE HARMFUL TO THE DRAINAGE SYSTEM
OR TEND TO OBSTRUCT THE SYSTEM, THE DRAIN SHALL DISCHARGE
THROUGH A SAND INTERCEPTOR.

C. SAND INTERCEPTORS SHALL BE CONSTRUCTED OF CONCRETE, BRICK,
FABRICATED COATED STEEL, OR OTHER WATERTIGHT MATERTAL, AND
SHALL BE INTERNALLY BAFFLED TO PROVIDE AN INLET SECTION FOR
THE ACCUMULATION OF SEDIMENT AND A SEPARATE QUTLET
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SECTION.

D. THE OUTLET PIPE OF THE SAND INTERCEPTOR SHALL BE THE SAME
SIZE AS THE DRAIN SERVED (OR INLET PIPE TO THE OIL SEPARATOR).
THE INTERNAL BAFFLE IN THE INTERCEPTOR SHALL HAVE TWO TIP
SKIMMING OPENINGS, EACH THE SAME SIZE AS THE OUTLET PIPE AND
AT THE SAME INVERT ELEVATION AS THE QUTLET OPENING. THE
OPENINGS IN THE BAFFLE SHALL BE OFFSET TO PREVENT STRAIGHT-
LINE FLOW THROUGH THE INTERCEPTOR FROM ANY OF ITS INLETS TO
ITS OUTLET.

E. THE INLET TO THE INTERCEPTOR SHALL BE AT THE SAME ELEVATION
AS OR HIGHER THAN THE OUTLET. THE BOTTOM OF THE INLET
SECTION SHALL BE AT LEAST 24 INCHES BELOW THE INVERT OF THE
OUTLET PIPE.

F. THE BOTTOM OF THE INLET SECTION SHALL BE AT LEAST 2 FEET WIDE
AND 2 FEET LONG FOR FLOW RATES UP TO 20 GALLONS PER MINUTE.
THE BOTTOM OF THE INLET SECTION SHALL BE INCREASED BY 1
SQUARE FOOT FOR EACH 5 GPM OF FLOW OR FRACTION THEREOF OVER
20 GPM. THE AREA OF THE BOTTOM QF THE OUTLET SECTION SHALL
BE NOT LESS THAN 50” OF THE AREA OF THE BOTTOM OF THE INLET
SECTION.

G. THE OUTLET SECTION SHALL BE COVERED BY A SOLID REMOVABLE
COVER. THE INLET SECTION SHALL BE COVERED BY AN OPEN
GRATING SUITABLE FOR THE TRAFFIC IN THE AREA IN WHICH IT IS
LOCATED. COVERS SHALL BE SET FLUSH WITH THE FINISHED FLOOR.

[(cxisting text)

C. (existing text)

D. (existing text)

E. (existing text)

F. (existing text)

G. {(existing text)]

SUBSECTION 1003.9 IS HEREBY AMENDED TO ADD THE FOLLOWING TEXT:
VAPOR VENTING:

THE ATMOSPHERIC VENTS FROM OIL SEPARATORS AND THEIR WASTE OIL
TANKS SHALL BE SEPARATE FROM OTHER PLUMBING SYSTEM VENTS AND
SHALL BE EXTENDED TO AN APPROVED LOCATION AT LEAST TWELVE (12)
FEET ABOVE GRADE OR THE SURROUNDING AREA.

SECTION 1201 IS HEREBY DELETED IN ITS ENTIRETY. New Section 1201 IS
HEREBY ADDED to read as follows:

Section 1201. Installation of gas appliances and gas piping. All installations of gas
appliances and gas piping shall conform to requirements contained in the International
Fuel Gas Code, [2000)2003, which is incorporated by reference. For installation of
elevated 2 psig gas pressure use guidelines for copper tubing natural gas systems manual,
incorporated by reference.

CAPITALS AND/ OR UNDERLINING INDICATE MATTER ADDED TO 10
EXISTING LAW.
Matter deleted from the existing law is indicated by [brackets].




Chapter 1 of the [2000]2003 International Fuel Gas Code is hereby deleted in its
entirety.

The following Incorporation by Reference is hereby added:
COMAR 26.04.02 Sewage Disposal and Certain Water Systems for Homes and Other
Establishments in the Counties of Maryland Where Public Sewage System Is Not
Available.

COMAR 26.04.03 Water Supply and Sewage Systems in the Subdivisions of Land in
Maryland.

The following Requirements for Show Rooms, Offices, Shops and Trucks is
hereby added:
Subsection 1-14-1(f). Licensing of plumbers. Every person who holds himself or herself
out to the public as a master plumber by advertising, telephonc directory listing, business
card, stationary, or any exhibit, shall display in a conspicuous place at his or her principal
place of business and on all vehicles used for plumbing work by him or her or under his
or her direction and control:

1) The name or names of each registered master plumber;

2) The words “registered plumber” or “registered plumbers;”

3) The Maryland State Certificatc Number or Numbers; and

4) The Frederick County Certificate Number.
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